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(54) System and method for web server user authentication 



(57) A method and a system for automatically au- 
thenticating a user to applications in a network environ- 
ment are proposed. After an initial authentication proce- 
dure, the user's identity is mapped into a network cre- 
dential which includes the user's role, and which is 
formed into a cookie. To gain access to an application 
requiring authentication, the cookie is provided to a 
script, and the information contained in the cookie is 
used to obtain authentication data required by the de- 
sired application. 
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Description 

[0001] The present Invention relates generally to net- 
worked computer systems. More particularly, the 
present invention relates to user authentication and ac- s 
cess to back-end or external applications via a web serv- 
er. In particular, the present invention relates to a meth- 
od for accessing resources on a network and to a sys- 
tem for providing user access to web server resources. 
[0002] In a typical web-based server application, user 
access to information is achieved via a web server, with 
the application requiring the user to be authenticated by. 
e.g., a user id and/or a password. When a user desires 
access to a new application (such as a database man- 
agement system (DBMS) engine; new applications will 
often have a different configuration and/or manufacturer 
than the initial application), such a new server has a 
login/authentication procedure which is independent of 
previous login/authentication procedures encountered 
by the user. To access the web pages, appropriate iden- 
tification credentials must be presented to the new ap- 
plication. This is conventionally accomplished by requir- 
ing the user to input additional login/authentication in- 
formation specific to the new application, or by hard- 
coding a generic login and password in the scripts used 
by the user's web server to access the new application 
and dynamically generate a new web page using the 
output from the application. 

[0003] Both of these solutions are unsatisfactory. Re- 
quiring the user to input additional information places a 
burden on the user to remember multiple logins and 
passwords, further places a burden on each server and 
system administrator to maintain multiple user accounts 
for each and every access by a user, and is a potential 
security risk because passwords are transmitted unen- 
crypted over the network. Using a generic or static login 
and password in a script is a potential security hole and 
does not readily provide different levels of access based 
on the identity of the user 

[0004] These issues have been addressed by the so- 
called new technology LAN manager (NTLM) automat- 
ed authentication system. In the NTLM system, once the 
user is initially authenticated to a Microsoft network or 
to a Microsoft Windows NT domain (using a password), 
similar components (the web browser and server) can 
assure one another of the user's identity. This assurance 
occurs transparently to the user However, this system 
does not perform authentication to a new application 
(beyond the server). Thus, the NTLM authentication 
system is of limited utility for many users. 
[0005] U .S. Patent 5,689,638 discloses a method and 
system for accessing independent network resources 
without prompting the user for authentication data. 
When the system receives a user request to access an 
independent network resource, system logon and serv- 
er authentication data is autonomously supplied to the 
independent network resource without further user in- 
teraction. U.S. Patent 5,689,638, however, is not con- 



cerned with a world-wide web hypertext transfer proto- 
col environment, and is not concerned with authentica- 
tion information based on the user's role. In the system 
according to U.S. Patent 5,689,638, a password cache 
is maintained in the main memory of a local computer 
system. The password cache contains a server name, 
user name and password for each sender to be ac- 
cessed by a particular user When presented with an ac- 
cess request, network software searches the password 
cache structure for the server authentication information 
before passing it on to the server to be accessed. 
[0006] U.S. Patent 5,678,041 discloses a system and 
method that restricts a user's access of Intemet infor- 
mation based on a rating category and/or ID associated 
with a particular terminal through the implementation of 
a firewall intemal to a user's computer network. The fire- 
wall prevents the user from accessing certain types of 
Internet information (e.g., prevents children from ac- 
cessing obscene material, prevents workers from ac- 
cessing non-work related material, etc.). Thus, U.S. Pat- 
ent 6,678,041 Is concerned with an intemal authoriza- 
tion to access remote resources (which are presumed 
to be public resources), and is not concerned with a sys- 
tem in which authentication information is required by 
the remote resources. 

[0007] It would be desirable to allow a user to easily. 

automatically, and transparently authorized to access, 
via a web server, a plurality of applications which require 
authentication, whether in an intranet or internet envi- 
ronment. It would further be desirable for such a scheme 
to be implemented in a hypertext transfer protocol (HT- 
TP) environment, and to maintain the security of the net- 
work. It would further be desirable to allow access re- 
gardless of whether the applications are operating In the 
same or different environments. 
[0008] It Is an object of the present Invention to pro- 
vide an improved method for accessing resources on a 
network and an improved system for providing user ac- 
cess to web server resources, preferably achieving the 
advantages mentioned above. 

[0009] The above object is achieved by a method for 

accessing resources on a network according to claim 1 
and by a system for providing user access to web server 
resources according to claim 7. Preferred embodiments 
are subject of the subclaims. 

[0010] In particular, the present invention overcomes 

the above-described problems, and achieves additional 
advantages, by providing for a system and method for 
authenticating a user in a web server environment, by 
providing for an authentication scheme in which users 
are logged in and authenticated a single time, yet can 
access multiple applications via a web server. According 
to exemplary embodiments, an initial authentication is 
performed to access a first application via a first server, 
and the user's identity is mapped into a network creden- 
tial which includes a user role. Additional applications 
are accessed by providing the network credential to a 
script, retrieving script access values for the additional 
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applications based on the network credential and pre- 
senting the script access values (as, for example, user 
name and password) to the additional applications. 
[0011] The authentication scheme according to the 
present invention allows a user to access numerous pro- 
tected resources with a single authentication procedure, 
greatly improving the user's ease of system use. Fur- 
ther, the use of role-based authentication simplifies sys- 
tem administration burdens. The present invention is 
particularly advantageous in an intranet environment. 
[0012] The present invention will be more completely 
understood upon reading the following detailed descrip- 
tion of exemplary embodiments in conjunction with the 
accompanying drawings, in which like reference indicia 
designate like elements. It shows: 

FIG. 1 a block diagram of an intranet network in 
which the present invention can be imple- 
mented; and 

FIG. 2 a flow chart describing a method of automat- 
ically authenticating a user to back end appli- 
cations in a network according to the present 
invention. 

[0013] Referring now to FIG. 1 , a computer network 
suitable for the method and system of the present in- 
vention is shown. The network includes a plurality of 
computer workstations 10 and a plurality of servers 12 
residing on host machine 13. Each workstation 10 in- 
cludes a web browser 14 which serves as a user inter- 
face to allow the user to access resources in the net- 
work. Each server 12 acts as a gateway to provide the 
user access to various resources, including static HTML 
(web) pages 18, back-end applications 20 (e.g., a data- 
base management system running on the same ma- 
chine as the web server) and external applications 22 
(which run on a different machine than the web server). 
Access to the back end or external applications is pro- 
vided through a script or application 1 7. Each server 1 2 
is configured to allow access by a user to the server re- 
sources only upon user authentication to the server. The 
network also includes an X.500 or other suitable direc- 
tory 16, which is a network wide data storage resource. 
More details about X.500 directories are contained in 
document ITU-T Rec.X.500 (1993) "Information Tech- 
nology-Open Systems Interconnection - The Directory: 
Oven/iew of Concepts, Models and Services." 
[0014] To login to the network, an initial user authen- 
tication is performed, such as by a user inputting au- 
thentication infomnation into one of the computer work- 
stations 10. According to an aspect of the present In- 
vention, the initial authentication information is mapped 
to a role of the user. Examples of roles can include, but 
are not limited to, "executive", "clerk", "accounting" etc. 
Roles can be related to particular departments of an or- 
ganization, with special designations for department 
heads. It is assumed that the number of potential user 
roles will be less than the number of potential users of 
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the network The user's role determines which applica- 
tions, and hence which network resources, can be ac- 
cessed by that user. For purposes of explanation, it is 
assumed that the network of FIG. 1 is part of an intranet. 

s As will be appreciated by those of ordinary skill in the 
art, an intranet is a network which uses the same types 
of software and components as the Internet, but the in- 
tranet is reserved for private use only. It is increasingly 
common for private entities to have web servers which 

^0 are accessible only to certain persons. While the discus- 
sion assumes an intranet environment, it will of course 
be appreciated that the principles of the present inven- 
tion can be readily adapted for use in other network en- 
vironments. 

15 [001 5] For each user, the directory 1 4 stores informa- 
tion which allows the user's authentication information 
to be mapped into a network credential which includes 
a role of the user The network credential can then be 
formed into a cookie. Once logged in and initially au- 

20 thenticated to the network, a user may freely access any 
of the applications allowed by the role. 
[0016] To access additional resources not included in 
the initial list, the user inputs a request to access addi- 
tional resources, which may be associated with the us- 

2S er*s initial server or a new server in the network. Access 
to the back end or external application is achieved using 
a script (a series of commands which can be executed 
without user interaction) or other similar means acces- 
sible as a web server resource. The script is written by 

30 the system administrator, stored on the same host ma- 
chine as the web server, and provides the login code for 
the server/application. The user name and password 
are not hardcoded into the script, but rather are stored 
in script access procedure variables (SV) having names 

35 chosen by the system administrator. The password val- 
ues are preferably encrypted to enhance security. The 
SVs are stored in a database which can be the directory^ 
16 or another suitable database (such as database 19 
associated with the server host 13) accessible to the 

40 server. According to an aspect of the present invention, 
in response to a user request through the browser, the 
script retrieves the SV value from the directory 16 based 
on an SV name contained in the script, the user's role 
and identity (contained in a cookie provided to the 

45 script). In this manner, the identity and password used 
by the user to access the third party application are de- 
termined by the user's rote and individual identity. 
[0017] Referring now to FIG. 2, a flow chart describing 
an exemplary method according to the present invention 

so is shown. The method begins in step 100, where a user 
logs on to the network (e.g., the network shown in FIG. 
1) using any conventional login procedure, and the 
browser accesses a web server. In step 102, an initial 
authentication procedure is performed, and is accepted 

55 by the server to establish a user identity to the server. 
The initial authentication can be achieved using basic 
authentication (which requires user interaction), NTLM 
(which requires no user Interaction), X.509 certificate 
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(which may or may not require user interaction), or other 
suitable means. More details about X.509 certificates 
are provided In document ITU-T Rec.X.509 (1 993), en- 
titled "Information Technology - Open Systems Intercon- 
nection: The Directory: Authentication Framework." In 
step 104, it is determined whether the user already has 
a cookie containing a network credential. If there is not 
yet a user cookie, one is created in step 106 by consult- 
ing the directory 16 to map the user's identity to an in- 
termediate identity and a user role, which are used to 
form a network credential. If no mapping can be found 
between the user's local identity and a network creden- 
tial, a "no-map" cookie is created to prevent repeated 
failed lookups. The user's network credential, including 
user role, is formed into a cookie by appending the iden- 
tity of the user's terminal to the credential, and making 
a cryptographic seal of the result. The cookie is then 
preferably encoded. As will be appreciated by those of 
ordinary skill in the art. a cookie is a message given to 
a web browser by a web server to record aspects of the 
interaction history between the browser and server, and 
which is stored by the web browser to facilitate access 
to additional server resources. The cookie is preferably 
configured to disappear when the browser program is 
closed by the user. In step 108, the cookie is returned 
to the browser. 

[001 8] Note that if there is already a cookie for the us- 
er, the process skips steps 106 and 108, and proceeds 
to step 110. 

[001 9] In step 1 1 0, the user attempts access to a new 
application (a back-end applicatbn resident on the 
same host machine as the web server or an external 
application not resident on the same host machine as 
the web server) by inputting a request to the browser, 
which then attempts to access the requested resources. 
These additional resources may or may not be accessi- 
ble to the user based on the user's assigned role. I n step 
112. the browser obtains authentication information, in 
the form of S V values necessary to access the back-end 
or external application, by accessing a script for single 
sign on stored with the web server, and transferring the 
cookie to the script. The script retrieves the script access 
variable for the back-end or external application based 
on the network credential (including the user role), and 
presents the SV values to the new application. Step 112 
is performed automatically by the browser without any 
action required on the part of the user beyond present- 
ing the request in step 108. In step 114, the desired ap- 
plication grants access based on the authentication in- 
formation obtained in step 1 1 2. 

[0020] While the foregoing description includes many 
details and specificities, these are included only for pur- 
poses of illustration, and are not intended to limit the 
invention. Many modifications to the examples de- 
scribed above will be readily apparent to those of ordi- 
nary skill in the art which do not depart from the scope 
of the invention, as defined by the foltowing claims and 
their legal equivalents. 
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[0021] The roles can also be understood as a means 

for classifying the users and can preferably include re- 
spective classification parameters. Further, a cookie 
can also have the form of a small program, a program 
s part, or a set of parameters. 



Claims 

10 1 . Method for accessing resources on a network, com- 
prising the steps of: 

performing an initial authentication of a user via 
a web server; 

IS 

creating a network credential for the authenti- 
cated user, the network credential including at 
least a role of the user; and 

2^ providing secondary access to one or more ap- 

plications via the web server by receiving a user 
request, automatically accessing a script, 
transferring the network credential to the script, 
retrieving script access values for the one or 
more applicatrans based on the network cre- 
dential, and presenting the script access values 
to the one or more applications. 

2. Method according to claim 1 , characterized in that 
30 the number of roles is less than the number of net- 
work users. 

3. Method according to claim 1 or 2, characterized in 
that the method further comprises the step of form- 
es ing a cookie from the network credential. 

4. Method according to claim 3. characterized in that 
the step of transferring the network credential is per- 
formed by transferring the cookie. 

40 

5. Method according to any one of the preceding 
claims, characterized in that the step of creating is 
performed by mapping user initial authentication 
data to the network credential by consulting an X. 

45 500 directory. 

6. Method according to any one of the preceding 
claims, characterized in that the network is an in- 
tranet. 

so 

7. System for providing user access to web sen/er re- 
sources, comprising: 

a plurality of servers (12) for managing network 
resources, each server (12) configured to grant 
access only upon user authentication; 

a browser (1 4) communicating between the us- 
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er and the plurality of servers (12), the browser 
(14) being capable o1 accessing Initial user au- 
thentication information: and 

a directory (16) for storing data defining map- s 
pings between initial user authentication data 
and network credentials, the network creden- 
tials Including at least a user role; 

wherein the browser (14) provides user access to io 
protected applications (18. 20, 22) via a web server 
(12) based on the initial authentication information, 
and by consulting the directory (16) transparently to 
the user. 

75 

8. System according to claim 7, characterized in that 
the sen/ers (12) are intranet network servers. 

9. System according to claim 7 or 8, characterized in 
that the number of user roles is less than the 20 
number of system users. 

10. System according to any one of claims 7 to 9, char- 
acterized in that the browser (14) communicates 
with the sen/ers ( 1 2) according to a hypertext trans- 2S 
fer protocol format. 

1 1 . System according to any one of claims 7 to 1 0, char- 
acterized in that the first server (12) creates a cook- 
ie including the user role, and the browser (14) pro- 30 
vides access to the second application by providing 

the cookie to a script which is stored on the network. 

12. System according to claim 11 . characterized in that 

the first server (12) accesses script access values 35 
stored in a database for the second application 
based on the cookie. 
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(57) A method and a system for automatically au- 
thenticating a user to applications in a network environ- 
ment are proposed. After an initial authentication proce- 
dure, the user's identity is mapped into a network cre- 
dential which includes the user's role, and which is 
formed into a cookie. To gain access to an application 
requiring authentication, the cookie is provided to a 
script, and the information contained in the cookie is 
used to obtain authentication data required by the de- 
sired application. 
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